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NO. SG-+4
REVISION DATE
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STANDARD
NO. SG-+4

DIMENSIONS (mm)
SIGNf A |B | C | D

STD. | 300 | 75 150C| 100
COLORS
LEGEND /BORDER - BLACK
BACKGROUND - WHITE
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DIMENSIONS (mm)
SIGN| A B C D
STD. | 300 | 75 [150C| 100
COLORS
LEGEND /BORDER - BLACK

BACKGROUND - WHITE

REGULATORY SIGN REGULATORY SIGN
ALL DIMENSIONS SHOWN ARE IN MILLIMETERS OR METERS. NHDOT STANDARD PLANS REV. DATE PL‘;TE ALL DIMENSIONS SHOWN ARE IN MILLIMETERS OR METERS. NHDOT STANDARD PLANS REV. DATE PLQTE
WHOLE NUMBERS INDICATE MILLIMETERS; DECIMAL Bl savons | | WHOLE NUMBERS INDICATE MILLIMETERS; DECIMAL o) STANDAD
NUMBERS INDICATE METERS UNLESS OTHERWISE NOTED. SG—4 ||NUMBERS INDICATE METERS UNLESS OTHERWISE NOTED. SG—4
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DIMENSIONS (mm)
DIMENSIONS (mm) SGN| A |[B lc|DpD|E | F |l | H|]J |K|]L|IM|N|P
SIGN) A /B |C  DJEJF G/H]J KIJLIM NP STD. | 450 |600| 13 | 13 | 56 |125B| 50 | 75C|50C | 69 | 194 47 | 200|178
STD. | 750 |900 | 13 | 13 | 94 |200C| 75 119|200 |138 |313(275|244 | 75 COLORS
COLORS LEGEND /BORDER - BLACK
LEGEND /BORDER - BLACK BACKGROUND - WHITE
BACKGROUND — WHITE
REGULATORY SIGN REGULATORY SIGN
ALL DIMENSIONS SHOWN ARE IN MILLIMETERS OR METERS. NHDOT STANDARD PLANS REV.DATE | PLATE ALL DIMENSIONS SHOWN ARE IN MILLIMETERS OR METERS. NHDOT STANDARD PLANS REV.DATE | PLATE
WHOLE NUMBERS INDICATE MILLIMETERS; DECIMAL ENTER HERE sonro | | WHOLE NUMBERS INDICATE MILLIMETERS; DECIMAL CLOSED TO UNAUTHORIZED VEHICLES STANOARD
NUMBERS INDICATE METERS UNLESS OTHERWISE NOTED. SG—4 ||NUMBERS INDICATE METERS UNLESS OTHERWISE NOTED. SG-4
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METRIC
STANDARD PLANS
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NO. SG-4




